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HAVELTHERM STORAGE TANKS

QUALITY FOR WARMTH YOU CAN FEEL

This new generation of storage tanks from HAVELTHERM 

has been developed to meet today‘s market requirements. 

As a result, the existing range of indirectly heated storage 

tank for central domestic hot water supply has been exten-

ded with a version that offers an optimal price/performance 

ratio.

HAVELTHERM tanks can be combined with all heating boi-

lers, including systems for alternative energy sources. A 

comprehensive range of accessories enables the hot water 

supply system to be matched precisely to customer require-

ments.

Depending on the application, the ideal tank version can 

be selected. From domestic heating storage tank with 140 

litres up to solar storage tank with 500 litres capacity – with 

a choice of colours: white (RAL 9016), blue (RAL 5015), 

orange, and silver. All versions are available ex stock.

TECHNICAL DATA AND ACCESSORIES

 Corrosion protection of the inner vessel through high-

quality enamelled surface in accordance with DIN 4753

 Welded in high-performance heating coils

 (insensitive to calcification)

 Couplings turned 90° to the flange

 Outer jacket with electrostatic powder-coating

 Cleaning flange suitable for retrofitting electric immer-

sion heater and RHE

 Heating water outflow and return flow couplings with 

1-inch female thread

 Coupling for circulation: male thread inch

 High-grade PU insulation (100% free of CFC), 50 mm 

thick

 Operating pressure of drinking water section:

 10 bar (HT…ER), 6 bar (HT…ERR)

 Operating pressure of heating water section: 10 bar

 Hot water outlet at top guarantees complete venting

 Including cylinder thermometer (fitted at the factory)

 Including cover for blind flange and ISO cover (fitted)

 Cold and hot water couplings with 1-inch male thread

 Packaging: single unit on wooden pallet with shrink-

wrapped foil

 1½-inch coupling sleeve closed in factory configuration

 (HT 200 ERR, HT 400 ER, HT 500 ERR)

ACCESSORIES (OPTIONAL):

 Mounting thermometer, charging pump, and controller 

combination ATR with solar storage tanks

 (HT 200-500 ERR)

 Series “R” electric immersion heaters (from 1,7 kW up 

to 15 kW heating power)

 Screw-in heater (HT 200 ERR, HT 400 ERR,

 HT 500 ERR)

 Ribbed heat exchanger RHE (up to 1,4m2 heating

 surface)

 Straight-way safety and non-return valve DL-SVRV

 Complete survey of accessories and optional fittings 

according to accessories brochure

 Correx external current anode



HT 140 ER

HT 200 ERR

HT 140 ER

HT 200 ERR

HT 200 ER

HT 300 ERR

HT 200 ER

HT 300 ERR

HT 300 ER

HT 400 ERR

HT 300 ER

HT 400 ERR

HT 400 ER

HT 500 ERR

HT 400 ER

HT 500 ERR

Radiation
loss*

Radiation
loss*

1,6

1,8

2,2

2,5

2,7

1,9

2,3

2,6

2,8

Tilt
height

mm

Tilt
height

mm

1120

1400

1835

1885

1910

1400

1835

1885

1910

Weight

kg

Weight

kg

89

121

149

182

205

136

164

198

218

C

C

503

638

728

790

920

638

828

790

930

E

E

583

718

808

870

1000

870

983

1090

1095

F

F G

603

748

1028

1090

1020

770

1083

1190

1195

1040

1353

1460

1465

ØD

ØD

610

610

610

680

760

610

610

680

760

H

H

1014

1340

1797

1832

1838

1340

1797

1832

1838

A

A

  305 

  305 

305

  345 

425

305

305

345

370

B

B

263

263

263

320

405

263

318

320

370

Measurements in mm

Measurements in mm

Type

Type

Type

Type

Heating
surface

m2

Heating
surface

m2

0,57

0,91

1,20

1,45

1,76

0,91 / 0,7

1,20 / 0,7

1,45 / 0,7

1,76 / 0,8

HT 500 ER

HT 500 ER

NL-value

NL-value

2,0

3,5

7,0

10,0

13,0

3,5 + 1,0

7,0 + 1,5

10,0 + 2,5

13,0 + 3,5

*) to DIN 44 532 in kWh/24h

*) to DIN 44 532 in kWh/24h

VERTICAL STORAGE TANK WITH
ONE HEATING COIL:

SOLAR STORAGE TANK WITH
TWO HEATING COILS:

 Sensor positioning by means
 of immersion sleeve

 Sensor positioning by means of
 guide profiles (variable)

WW

PU insulation

Thermometer

Powder-coated

Sensor channel

G 1½-inch bush for

Flange 180 mm ø

Magnesium anode

screw-in heating elements

heat exchanger at top

Sensor channel
heat exchanger at bottom

outer jacket
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PERFORMANCE DATA

70°C

60°C

10°C

1m3/h

8,5

146

13,2

227

15,5

267

18,5

319

18,9

325

13,2

227

9,5

164

15,5

267

9,5

164

18,5

319

10,2

176

18,9

325

10,4

179

70°C

60°C

10°C

2m3/h

9,7

167

15,5

267

18,4

317

22,3

384

22,9

394

15,5

267

10,9

188

18,4

317

10,9

188

22,3

384

11,8

203

22,9

394

12,0

207

80°C

60°C

10°C

1m3/h

12,5

215

19,1

328

22,3

383

26,6

458

27,2

468

19,1

328

14,0

241

22,3

383

14,0

241

26,6

458

15,1

260

27,2

468

15,3

263

80°C

60°C

10°C

2m3/h

14,6

251

23,0

396

27,1

467

33,1

570

33,4

575

23,0

396

16,3

281

27,1

467

16,3

281

33,1

570

17,7

305

33,4

575

17,8

307

70°C

60°C

10°C

3m3/h

10,3

177

16,6

286

19,8

341

24,2

417

24,9

429

16,6

286

11,5

198

19,8

341

11,5

198

24,2

417

12,6

217

24,9

429

12,7

219

70°C

45°C

10°C

2m3/h

13,9

342

21,6

531

25,0

615

31,3

770

31,0

763

21,6

531

15,3

376

25,0

615

15,3

376

31,3

770

16,5

406

31,0

763

16,8

413            

70°C

45°C

10°C

1m3/h

11,9

293

18,0

443

20,3

499

24,9

613

24,8

610

18,0

443

13,1

322

20,3

499

13,1

322

24,9

613

14,1

347

24,8

610

14,6

359

70°C

45°C

10°C

3m3/h

14,9

367

23,5

578

27,5

677

34,7

854

34,2

841

23,5

578

16,3

401

27,5

677

16,3

401

34,7

854

17,7

435

34,2

841

17,9

440

80°C

45°C

10°C

1m3/h

15,6

384

23,3

573

26,4

649

32,3

793

32,2

792

23,3

573

18,0

443

26,4

649

18,0

443

32,3

793

18,2

448

32,2

792

18,8

461

80°C

45°C

10°C

3m3/h

19,8

487

31,0

761

36,6

900

45,9

1128

45,0

1107

31,0

761

23,2

571

36,6

900

23,2

571

45,9

1128

23,3

573

45,0

1107

23,6

581

80°C

45°C

10°C

2m3/h

18,4

453

28,4

699

33,1

814

41,1

1011

40,6

999

28,4

699

21,5

529

33,1

814

21,5

529

41,1

1011

21,6

531

40,6

999

22,0

541

80°C

60°C

10°C

3m3/h

15,7

269

24,8

427

29,6

510

36,5

629

36,8

634

24,8

427

17,5

301

29,6

510

17,5

301

36,5

629

19,0

326

36,8

634

19,0

327

Throughputs in kW or l/hHeating surface

0,57 m2

0,91 m2

1,20 m2

1,45 m2

1,76 m2

0,91 m2

0,70 m2

1,20 m2

0,70 m2

1,45 m2

0,70 m2

1,76 m2

0,80 m2

 

 

 

 

Outflow temperature

Hot water temperature

Cold water temperature

Flow rate

HT 140 ER

HT 200 ER

HT 300 ER

HT 400 ER

HT 500 ER

HT 200 ERR at bottom

HT 200 ERR at top

HT 300 ERR at bottom

HT 300 ERR at top

HT 400 ERR at bottom

HT 400 ERR at top

HT 500 ERR at bottom

HT 500 ERR at top
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Head offi ce and factory: Austria Email AG
A-8720 Knittelfeld, Austriastraße 6
Phone (03512) 700-0, Fax (03512) 700-239
Internet: www.austria-email.at
E-mail: offi ce@austria-email.at
Customer Service: Phone (03512) 700-297
E-mail: kundendienst@austria-email.at

Sales offi ces:
Vienna, Lower Austria, Burgenland
A-1230 Wien, Zetschegasse 17
Phone (01) 6150727, Fax (01) 6150727-260
E-mail: bhrastnik@austria-email.at

Styria, Carinthia, East Tyrol
A-8053 Graz, Am Wagrain 62
Phone (0316) 271869, Fax (0316) 273126
E-mail: gbretterklieber@austria-email.at

Upper Austria, Salzburg
A-4600 Wels, Gärtnerstraße 17
Phone (07242) 45071, Fax (07242) 43650
E-mail: akweton@austria-email.at

Tyrol, Vorarlberg
A-6020 Innsbruck, Etrichgasse 24
Phone (0512) 347951, Fax (0512) 393353
E-mail: hruepp@austria-email.at

Sales offi ces Germany:
Germany North/East
D-14772 Brandenburg, Am Industriegelände 3
Phone 0049/(0)3381 / 766-0
Fax 0049/(0)3381 / 766-244
E-mail: sgobi@austria-email.at

Germany South
D-92637 Weiden/Opf., Parksteiner Straße 49
Phone 0049/(0)961 / 63 490-0
Fax 0049/(0)961 / 63 490-30
E-mail: ahirmer@austria-email.at



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 144
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 144
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [595.000 842.000]
>> setpagedevice


